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CONSTRUCTOR CLASS 
GENERAL 
1) The Constructors Category is intended for four-wheeled vehicles such as dune buggies, sand 

rails, tube frame/chassis vehicles, kit cars and similar types of custom-built vehicles. 
2) Any design/applications outside of the rule set will require approval from the RXB. 

DRIVETRAIN 
3) The drivetrain must use an internal combustion engine; electric and hybrid powerplants are 

prohibited. 
4) Exhaust must exit outside the body work, not interfere with or impair the driver during 

vehicle operation and vehicle egress, and comply with local noise ordinances.  
5) Any fuel system may be used provided gasoline, ethanol or diesel fuel is used. Any fuel cell, 

filter or pump located in the passenger compartment must be shielded by a metal 
bulkhead. Any fuel lines running through the passenger compartment must be of metal or 
metal braided construction. 

CHASSIS 
6) Minimum track is 110% of the height of the vehicle as measured from the highest point of 

the roll cage. Minimum wheelbase is 72 inches measured from the center of the wheels.  
Track width is measured between the center of the front or rear tires. The track width will 
be the minimum of the two.  

7) The bottom of the vehicle frame/monocoque must be below the centerline of the wheels. 
8) Brakes must operate upon all wheels/tires. 
9) Tow attachment points shall be clearly identified at both the front and rear of the vehicle. 
10) Vehicle must be equipped with a minimum of 4 tires/wheels. 
11) All roll cage openings of the occupant compartment except ingress/egress openings and 

driver visibility openings must be covered by body panels. Drilling of holes in the roll cage to 
attach any panel is prohibited. 
a) Roof and floors are to be made of mild steel (minimum thickness 0.069”) or aluminum 

(minimum thickness: 0.100”) 
b) Metal firewalls between the engine and drivetrain components are required to prevent 

the passage of flame and debris into the driver’s compartment. 
c) If a windshield is installed it must either be automotive laminated safety glass or be a 

minimum of 3/16” thick polycarbonate. If the vehicle is not equipped with a full-height 
windshield that covers the entire area in front of the occupants, and side 
windows/window nets, all occupants must wear full face helmets with face shields or 
goggles, gloves, and arm restraints during competition.  Arm restraints must be worn 
and anchored according to their manufacturer’s specifications. 

d) If side windows are installed, they must be made of automotive safety glass or minimum 
3/16” thickness polycarbonate. If side windows are not installed, then window nets or 
arm restraints for the driver and passenger (if present) are required and must be 
securely mounted. 

e) All other panels are to be plastic, metal, or composite materials. 
12) Mudflaps are recommended.  
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SAFETY 
13) A roll cage meeting or exceeding the current SCCA Road Racing General Competition Rules 

or the current requirements of another sanctioning body approved by the SCCA RXB is 
required.   
a) Roll cage design must allow the occupants to egress the vehicle out of the sides. 
b) The only hole(s) permitted are inspection hole(s). 
c) Drilling of holes in the roll cage to attach side windows, window nets, rear windows, or 

any other item is prohibited. 
d) All portions of the roll cage subject to contact by the driver must be padded with a 

minimum 1/2 inch of material. Padding that meets or exceeds SFI 45.1 or FIA 8857-2001 
(curved padding), or SFI 45.2 or FIA sports car head rest material (flat padding) 
specification is recommended. 

14) All cars shall be equipped with a master switch. The master switch shall be installed directly 
on the positive battery cable and shall cut all electrical circuits when turned to the “OFF” 
position. All terminals of the master switch shall be insulated to prevent shorting out. The 
switch shall be clearly marked by the international marking of a spark in a blue triangle and 
mounted in a position accessible to the driver and course worker. “OFF” position shall be 
clearly indicated at the master switch location. The master switch shall be securely fastened 
to the vehicle, however, drilling of holes in the roll cage to attach the mounting bracket is 
prohibited. The mounting location shall be one of the following: 
a) In proximity to the right-hand side member of the roll bar in a location so that it cannot 

be operated accidentally. It can be mounted on a bracket welded, clamped or bolted to 
the inside of the upright member or mounted so that the operating lever or knob is 
outside of the body panel immediately inboard of the upright member; 

b) In front of the windshield on either the cowl or on top of the fender, but close enough 
to the windshield to be accessible if the car is overturned; 

c) Below the center of the rear window or on a bracket welded, clamped or bolted to the 
roll cage or dash, easily accessible through the open window. 

15) Installation of a scattershield, chain guard or explosion-proof bell housing is required on any 
vehicle where the failure of the clutch, flywheel, or torque converter could create a hazard 
to the driver or passenger. Chain drive cars shall be fitted with a protective case/shield to 
retain the chain in case of failure. The following material requirements apply to 
scattershields/explosion-proof bell housings: 
a) ⅛ inch (0.125”; 3.18mm) SAE 4130 alloy steel 
b) ¼ inch (0.250”; 6.35mm) mild steel plate 
c) ¼ inch (0.250”; 6.35mm) aluminum alloy 
d) SFI or NHRA approved flexible shields 

16) The driver’s seat shall be securely mounted to the structure of the vehicle and be installed 
per the manufacturer's recommendations. A passenger seat is not required but must also 
be securely mounted if installed. Seats must be intended by their manufacturer for 
competition use. 

17) A five (5)-point or greater restraint system (SFI or FIA rated) shall be used by all occupants 
during competition runs and shall be securely attached to the frame or roll cage of the 
vehicle in accordance with the restraint manufacture’s recommendations. 

18) Structure and safety items shall have a minimum of grade 5 / 8.8 fasteners. 


